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Long term tried and tested: 
�3�D�V�V�L�Y�K�D�X�V���'�D�U�P�V�W�D�G�W���.�U�D�Q�L�F�K�V�W�H�L�Q�����������¹�������� 

       -90%  

�/�R�Q�J���W�H�U�P���V�W�D�E�O�H���Å�Q�H�D�U�O�\���]�H�U�R���H�Q�H�U�J�\�´ 



Passive Houses for Different Tasks 
School  Social Housing  Office Buildings  

Kindergarten  
Swimming Hall  



Passive House �² Sustainability becomes affordable  
all components needed anyhow      

Filter 

I: insulation  

III: Passive 
House windows  
 

V: ventilation  
with heat  
recovery  

Fresh air  Exhaust air  

suppy 
air  

Extract 
air  

II: no thermal 
bridges  

IV: airtight 
construction  Reduced costs of  

heat distribution  



Passive House �² most economic standard  



Wall -Systems  

Hotblok IsoteQ 

Isover-HLF Isover-WdVS Isover-massivHLF Isover-massiv-WdVS 

Kingspan Rockshell 



Passive House �² most economic standard  

Portland / Maine US  

        15      22    29    37      44     51    58     65    72     79     R-Value 

R44 



Thermal Bridge free Details  

�� a =-0.022 W/(mK) 
 
less than  
1 Cent/kWh  



High efficient low -e glazing:   
Energy -gain -glasing  

Advantages, not just  
energy savings:  
 
�‡ high surface temp.  
�‡ best thermal comfort  
�‡ no condensation  
�‡ no cold drafts  
�‡ better protection of  
  the construction  

Glazing:  
2 to 3 Cent/kWh  



Passive House �² Window  
 

Contemporary  
Window  

 
4,5 Cent/kWh  

-130%  

Sustainable Solution:   
Energy -Plus -Window  
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Boundary cond.: free convection 
air temp. external -15�ƒC 
air temp. internal 20�ƒC 
(controlled) 

floor 

Best Possible Comfort  �²  
air flow at base of the window  

CFD-simulation of the air movement with a  
Passive House window ( U = 0,85 W/m²/K ) .  

maximal air velocity 
0,11 m/s  



heat - 
recovery  

advantages �±  
 

�‡ good IAQ  
�‡ best comfort  
�‡ no drafts  
�‡ better protection  
  of the building  

 
10 Cent/kWh  

Fresh air  

Exhaust 
air  suppy 

air  

Extract 
air  



Heat Recovery Ventilation:   
�&�U�L�W�H�U�L�D�����3�H�U�I�R�U�P�D�Q�F�H���L�Q���W�K�H���I�R�F�X�V���«���V�K�R�X�O�G���Z�R�U�N���L�Q���D���U�H�D�O���E�X�L�O�G�L�Q�J�� 

�‡ Comfortable supply air temperatures 
(always > 16.5 ° C), 

�‡ low air flow velocities   
�‡ Efficiency criterion - heat: �KHR > 75 % 
�‡ Efficiency criterion - electricity:  

max.  0.45 Wh/m³    
�‡ Good airtightness and thermal 

insulation  
�‡ Balance: outdoor/exhaust air  
�‡ and controlled operation  

(70/100/130 %) 
�‡ Noise protection:   

max (!) 25 dB(A) in living spaces  
�‡ Hygiene (filters)  
�‡ Frost protection  

Outdoor 
air  

Supply 
air  

Extract 
air  

Exhaust 
air  



 
 
 
 
 
designPH is a plugin for Trimble Sketchup which 
allows to design Passive House projects in 3D and 
import the model into PHPP 



 
 
 
 
 

�]�š�[�•���š�Z�����Z���o�‰�]�v�P���Z���v�����(�}�Œ���]�u�‰�o���u���v�š�]�v�P���P�}�}�����‰���•�•�]�À�����Z�}�µ�•�����‰�Œ�}�i�����š�• 

Climate: Germany: PHPP-Standard 
Qh         15 kWh/m²yr 
TFA       165 m² (user defined) 
FHLF     2,90 



www.designph.org 



Looking at different climates  

cooling:  
sensible part  



�&�R�R�O�L�Q�J���Å�O�D�W�H�Q�W���S�D�U�W�´�����'�H�K�X�P�L�G�L�I�L�F�D�W�L�R�Q 

cooling:  
latent part  



graph: Lautner 

sorption  
wheel  

Humidity recovery the other way: keep the humdity out!  

flap  
controlled 
counterflow  

�•graph: Menerga 

humidity - 
transfer - 
membrane  



Solution: cooling &dehumidification supported by heat &humidity recovery  

�ƒ �+�X�P�L�G�L�W�\���U�H�F�R�Y�H�U�\���V�\�V�W�H�P�����Z�K�H�H�O�����P�H�E�U�D�Q�H�����V�Z�L�W�F�K�L�Q�J�����«������������ 
�ƒ active cooling coil �± reaching comfort zone humidity (2) 
�ƒ cooled air (humidity <12 g/kg) sometimes reheated by ordinary HRV (3) 
�ƒ always appropriate cooling and dehumidification is possible 

 
 

(1) (3) 

active  
cooling  

 

outside air 
(hot and humid 

 in summer) 

supply air 

(2) 

Heat 
Humidity  

(some  
heat  
back)  

extract air 

Heat & 
Humidity 
Recovery 

only 
Heat  
Recovery 
modulating 



Example: hotel building near  Shanghai, China  

�ƒ used as a hotel, therefor high internal loads  (that's challenging!) 
�ƒ 2200 m² (TFA)       hotel:  20 m² each dwelling (1 Person) 
�ƒ compact design (+) 
�ƒ shading by architectual design (+) 

 
 
 

�ƒ Draft design 

view from south east     Architect: PeterRuge, Berlin     Contractor: Landsea, Shanghai, China  



LANDSEA CHANGXING BRUCK PASSIVE HOUSE  



example:  concept for cooling and dehumidification 

�ƒ centralized preconditioning of air (MVHR)  
combined with dehumification to 12 g/kg   on roof 

�ƒ decentral heating or cooling to adjust comfortable air temperatures 
with small circulation air heater/cooler in each dwelling (ach: 2/h)  

�ƒ heat and cold source by water circle: 
cooled during summer, heated during winter 
 
 
 



if active cooling needed in PH: no more cooling peak power problem 

Existing old standard building:  
needs very high cooling power 

Passive House: 
only low cooling power needed 
no electric peak power problem 

Office A.S.S.A. Santa Croce, Italy 
Arch: Silvia Mazzetti,  Building Physics: Günther Gantioler for more information see     www.passipedia.org    
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76 Watt                                                                          unter 1 
         Watt  

  Sustainable Solution �± high Efficiency:  
 �Ä�H�O�H�F�W�U�R�Q�L�F���L�Q�N�³ 

-99%  

Energy efficiency is  
very cost efficient  

 

�«��and also in colour  



 
 
 
 
 

EnerPHit standard for energy retrofit with PH components  

31 

temperate  

International criteria available from end of 2014  
  

Including sets of component requirements  
for 7 climate zones  
 

  

temperate  

Tighthouse - Fabrica 718 J Torres Moskovitz, Thermal Image  by Sam McAfee 



Renewable Supply  



Renewable Supply and Load for all electricity  

cooling:  
latent part  



cooling:  
latent part  

�,�W�µ�V���V�W�L�O�O���W�K�H���K�H�D�W�L�Q�J�� 
�«�7�K�L�V���L�V���1�2�7���D���S�D�V�V�L�Y�H���K�R�X�V�H 

Renewable Supply and Load for all electricity  



cooling:  
latent part  

Still need for some storage  

�«�1�R�Z��as a passive house  

Renewable Supply and Load for all electricity  



  
  Daily cycle  Annual cycle  

costs per  kWh  
@ 5 �¼cent/kWh   
source costs  Storage technology  Life -time  Efficiency  

Energy 
density  

Storage 
costs  

Storage 
costs  

  cycles [%] [kWh/Mg] [�¼/kWh] [�¼/kWh] [�¼/kWh] 

Flywheel  10 6 95 800 0.153 21.2 21.2 
pump storage  >10 3 80 0.4 0.008 2.5 2.6 
              
Battery  <10 3 80 30-170 0.016 6.4 6.5 
RES H2 3*10 4 48 33 *10 3   0.03 0.21 
RES CH4 ? 36 14 *10 3   0.02 0.32 
              

High Temperature storage  ? 45 150 0.016 5.8 5.9 

Low Temperature storage 
H2O 

10 4 40 72 0.003 1.1 1.18 

LT storage soil  10 4 30 4 0.0003 0.1 0.27 

LT storage PCM  500 50 90 0.007 2.6 2.7 

}  mechanical  

} chemical  

Energy Storage  

} thermal  

electromagnetic             nuclear  
© PHI 



  

  
Daily  
cycle 

Annual cycle  

  costs per  
kWh @ 5 

�¼cent/kWh 
source  

 Storage technology Efficiency 
Storage 

costs 

  [%] [�¼/kWh] [�¼/kWh]  
        
Flywheel  95 0.153 21.20 
Pump storage  75 0.008   2.60 
        
 Battery  80 0.016   6.50 
 RES H2 48     0.21 
 RES CH4

 (Methan)   36     0.32 
        

 High Temperature storage  45 0.016   5.90 

 Low Temperature storage H 2O 40 0.003   1.18 

 LT storage soil  30 0.0003   0.27 

 LT storage PCM  50 0.007   2.70 

Energy Storage  

  
© PHI 

25-39 
Cent/kWh  

 

25-70 
Cent/kWh  

 



PV  Wind  

Primary El  

To grid and 
consumers 

Short time Storage  

direct 

Seasonal Storage 

Methan synthesis  
3H 2+ CO 2 -> CH 4 + 2 H 2O  

Seasonal  
Methan-Storage 

H2-Storage 






























